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XFCN兴飞连接器MIS11-S1F1-2000-A

MICRO SIM PUSN卡座 (无CD)

NOTES:
1.MATERIAL:
   HOUSING:LCP S475 UL 94V-0
   CONTACT:C5191
   SHELL:SUS304-H
2.FINISH:
   CONTACT:GOLD FLASH PLATED ON CONTACT AREA
   GOLD FLASH PLATED ON SOLDER TAILS
3.ELECTRICAL CHARACTERISTICS
   RATING CURRENT : 0.5A MAX
   CONTACT RESISTANCE :50 mΩ MAX
   DIELECTRIC WITHSTANDING : 500V AC MIN
   INSULATION RESISTANCE: 1000 MΩ MIN
4.MECHANICAL CHARACTERISTICS
   MATING CYCLE :3000 CYCLES
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放料方向
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四角放三角护板

1200                      10                  12000

1.依(图一）示放置产品于下载中，每穴放置1PCS产品。

2.包装机包好后，在REEL的等分点贴上胶带，以防止

    REEL张开，每REEL贴1PCS标签，

3.包装数量见如TABLE 1
4.包装成箱见如图三

  箱底放保丽龙板，在依次将指定数量卷装放入箱内，

  四角分别放入四个三角护板，最上层再放保丽龙板。

5.封箱，在封好的纸箱上按客户要求写上料号，数量等。
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COVER TAPE
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COVER TAPE PEELING FORCE:50gf-150gf
PEEL OFFDIRECITION

165°-180°
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